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BRISCOE  SHUTTERS  INC.

Hurricane Shutter Systems - Bahama NOA: 09-0122.07 and Colonial NOA: 09-0122.08, Expiration Date: 11/28/2012
Decorative Shutter Systems - Tested and Certified - Florida Building Code TAS 203-94 and ASTM E1233-06

Architectural Specifications

Hinged Decorative Bahama
Tested and Certified - Florida Building Code TAS 203-94 (Cycle Wind Pressure Loading)
ASTM E1233-06 (Cycle Air Pressure Differential)

Manufacture: Briscoe Shutters Inc.
2841 Shoreview Drive
Naples, Florida 34112
Office: 239-774-2025
Fax: 239-774-9484
Email:  bsishutters@ juno.com

Part1 General

Florida Building Code The requirements of the Florida Building Code (FBC) as it relates to this
specification section shall apply, Tested and Certified - Florida Building Code
TAS 203-94 (Cycle Wind Pressure Loading) and ASTM E1233-06 (Cycle Air
Pressure). If any item or part of this section is not in compliance with FBC, the
architect and manufacture is to be notified before proceeding with work
required in this section.

Shop Drawings Submit plans coordinated with the shutter schedule, elevation of each shutter
leaf, location, and type of hardware

Schedule of Shutters Identification numbers, locations, and type of shutters

Part 2 Product
Hinged Decorative Bahama  Hinges are located at the head (top) of the shutter with hold
open/close bracket @ sill (bottom) or jambs (sides)

Part 3  Material ASTM, Aluminum Alloy, 6063-T53, and 6005
Hinged Decorative Bahama Shutter Components
Shutter Frame Standard - 1" x 1-1/2" x 1/8" Rectangle Tube, 6063-T52

Option @ additional fee - 2" x 1-1/2" x 1/8" Rectangle Tube, 6063-T52
Shutter Head/Sill Spacer 1" x 1" x 1/8" Square Tube, 6063-T52

Vertical Mullion Required at slat clear span over 36", inside jamb (side) to inside jamb (side)
Two - 1" x 1" x 1/8" weld guides (one right hand & one left hand), 6063-T52
Horizontal Mullion Upon request @ additional fee
2" x 1-1/2" x 1/8" Rectangle Tube, 6063-T52
Weld Guides 1" x 1" x 1/8" Angle (with stamped slots for slats), 6063-T52
Slats (Louvers) Perpendicular opening between each 1/4" x 1" fixed slat is 1/8". The opening

between each fixed slat at the 45-degree angle is 1/2"
1/4" x 1" Flat Bar, 6063-T52
Weld Guide Back Cover
Jambs 1/8" x 1" Flat Bar, 6063-T52






