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Product Description
Hurricane Colonial Shutter System

Briscoe Shutters Inc. (BSI) is dedicated to providing the highest quality and standards in the design and production
of our FBC Decorative Shutter Systems and “Miami-Dade County Product Control Approved” Bahama, Colonial, and
Bahama over Colonial Shutter Systems.

Our unique "Miami-Dade County Product Control Approved” Hurricane Shutter Systems incorporates the following
feature:

Build Out Frame (BOF) - Required for all hurricane shutter systems

1 All hurricane shutter systems has a BOF that attaches to the building, the inside clear opening is equal 1o
the exterior clear opening (flange windows) or the exterior window frame dimensions (fin windows)

2 The depth of the BOF varies, "Miami-Dade County Product Control Approved” requires 1 plus the maximum
deflection of the product for the glass separation, refer to approved NOA drawings

3 Fasteners for the BOF is calculated as follows: Shutter Width x Height x Maximum Negative Design Pressure
Divided by the Fastener Strength Divided by a Safety Facture of 4 = Number of Fasteners Required for the
Build out Frame

4 The shutter leafs attach to the build out frame

Advantages
1 The BOF allows us to spread the fasteners around the opening, no point loading
2 If one screw fails, the other fasteners hold the welded BOF to the building, distributing the load
3 The BOF enhances the architectural design of the structure

Shutter Leaf
BSI, Bahama, Colonial, and Bahama over Colonial Hurricane or FBC Decorative Shutter Systems close from the
inside of the building with single hung, double hung, or horizontal sliding windows and in swing doors. Outside
closing for awning, casements, or fixed windows, and out swing doors.

Colonial Hurricane Shutter

1 Hinges are on the sides (jambs), the number of hinges is determined by the height of the shutter

2 Each leaf requires two 1/4" thumbscrews one at the bottom (sill) and one at the top (head) to secure the
shutter in the closed position

3 The slats are placed into a weld guide at a 45-degree angle, the perpendicular opening between each fixed
slat is 1/8", allowing you to see out the entire slat area from jamb to jamb, or jamb to vertical mullion to
jamb, in the closed position

4 The opening in-between each fixed slat at the 45-degree angle is 1/2"






